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SOME NOTES ON THIS USER MANUAL 
Remember that the USER MANUAL is not an accessory of the Skydec Panel Holder but it is an integral 
part of it and a SAFETY MEASURE (EN 12100-1). 
It has been designed in this form to let you easily find what you are looking for.  
This is the reason why you have to keep it in good condition close to the device. 
Remember that any update must be inserted in the manual itself as it will be indicated by Braviisol Divi-
sione Meccanica srl. 
The manual must not be damaged, it should remain intact (do not tear the sheets), kept away from mois-
ture and heat during the consultation should be avoided to get oil on it or deteriorate its readability. 
To  make the consultation easier, the manual has been divided into parts, so that, each step is well articu-
lated. 
For practicalness of use, each subject has been divided into numbered steps which, when the action re-
quires it, are written on the drawings themselves.  
Parts that need more attention are highlighted with symbols and well-detailed illustrations on the side of the 
page. 
In this way, BRAVISOL DIVIONE MECCANICA wants to draw – unequivocally- the operator’s attention to  
WARNINGS, CAUTIONS and HAZARDS concerning him. 

 
 
This Skydeck Panel Holder has been manufactured in Italy by: 
 
BRAVIISOL DIVISIONE MECCANICA SRL 
S.S.16 Adriatica km. 314,600   
60022 Castelfidardo (AN) 
Tel. 0039071.7819090  Fax 0039071.7819355 
If you have any question about use and/or working, please contact the Manufacturer. 
 
This Device is in compliance with EC directives, tests were verified by:  
 

TÜV SÜD Industrie Service GmbH 
Zentralbereich Fördertechnik-Sonderbauten Hebezeuge und Krane 
Westendstraße 199 
80686 München 
Deutschland 
 

Report Number :KP403 
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EC CONFORMITY DECLARATION 
WE 
 
TRADE NAME       BRAVISOL DIVISIONE MECCANICA SRL 
ADDRESS AND HEAD OFFICE S.S. ADRIATICA 16 KM 314,600 – 60022 CASTELFIDARDO (AN) 

ITALY  
FISCAL CODE AND VAT NUMBER 01234570420 
TELEPHONE – TELEFAX Tel. +39.071.7819090 Fax +39.071.7819355 
INTERNET SITE www.bravi-platforms.com 
MAIL info@bravi-platforms.com 
 
DECLARE UNDER OUR OWN RESPONSIBILITY THAT THE DEVICE: 
 
Model: Skydeck Panel Holder 
 
Serial Number: SPH 
 SPH 
 SPH 
 
Year of manufacture: 2015 
 
AS DESCRIBED IN THE ATTACHED DOCUMENTATION AND IN OUR ARCHIVES IS IN COMPLI-
ANCE WITH THE EU DIRECTIVES: 
-2006/42 Machines – 2004/108 Electromagnetic Compatibility – 2006/95 Low Voltage 
 
 
NAME AND SURNAME  BRAVI PIERINO 
 
POSITION     MANAGING DIRECTOR 
 
DATE     _________________________ 
 
 
NOTIFIED BODY: TUV SUDDEUTSCHLAND BAU UND BETRIEB GmBH  

 
 
RESIDUAL RISKS 
 
Even if Braviisol Divisione Meccanica srl has done everything possible to manufacture the Skydeck Panel Holder 
with the greatest knowledge in its possession on security and consulting all the directives, laws and regulations at 
its disposal, still exist, even if reduced, some residual risks during the phases of: 
 

Transport and Handling 
Use and Maintenance 

 
Therefore, who works in these areas or is responsible for these phases must be a trained person acquainted with 
the fact that are “dangerous” and as regards the Skydeck Panel Holder protections category, has not been possi-
ble to eliminate them entirely. 
The staff in charge with these operations must always have at disposal and consult the USER AND MAINTE-
NANCE MANUAL of the machines and of the Skydeck Panel Holder. 
The user and maintenance manuals show step by step all the necessary indications and it is specifically required 
to follow it step by step, in order to avoid clumsy actions which, even if minimal, can cause harm to someone. 

 

http://www.braviisol.com
mailto:info@braviisol.com
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       1 INTRODUCTION  
 
The Skydeck Panel Holder is a device intended to be installed on LUI MINI HD. 
The Skydeck Panel Holder is intended to be used ONLY for mounting and demounting Skydeck panels. 
The Skydeck Panel Handle is intended to be INDOOR USE ONLY 
Any other use different from the provided use is to be considered IMPROPER USE. 
 
 

IT IS FORBIDDEN TO USE THIS DEVICE BEFORE HAVING READ THE USER MANUAL AND THE 
USER AND MAINTENANCE MANUAL OF THE PLATFORMS. 
 
The setup of this device requires no tools and its very fast. 
Once the job is completed, it is quickly removable for easy storage. 
 
 
 
 

Skydeck Panel Holder  Leonardo HD Skydeck Panel  
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       2 DELIVERY NOTE 
 
The operator must not accept any responsibility of exercise without first having understood his responsibilities 
shown in this manual. 
 
The device can be operated only by authorized staff. It is forbidden to make changes to the Skydeck Panel 
Holder without the written consent of the manufacturer. 
 
The Skydeck Panel Holder  has been manufactured in compliance with the directives: 
CEE 2006/42 
 
Therefore, it does not present any danger to the operator: 

• If used according to the instructions shown in this manual; 

• On condition that the technicians, who are charged by the manufacturer, have attended a training 
course, 

• And on condition that the safety devices are kept in constant efficiency. 
 
This sheet is intended to certify that on receipt of the Skydeck Panel Holder: 

• Safety devices are efficient, 

• And that the operator takes the responsibility of following it step by step. 
 
Braviisol Divisione Meccanica srl informs that any modification or tampering of the Skydeck Panel Holder and/or 
operations carried out not in compliance with what is written in this manual, especially the non-observance of safety 
requirements, will invalidate the warranty and the EC declaration of original conformity become null and void. 
Remember that: 
 

• All technical values refer to the Platform User Manual(see Part 3), 

• The drawings and any other document supplied together with the Skydeck Panel Holder is property of 
Braviisol Divisione Meccanica srl that reserves all rights and cannot be put at disposal of third parties 
without Its written consent. 

 
The manufacturer hopes that you can take advantage of the Skydeck Panel Holder. It is strictly forbidden any re-
production, even partial, of the text and illustrations.  

 
Skydeck Panel Holder can be shipped in containers, or on a pallet wrapped in a protective film, packed in boxes or 
on the platforms 
 
Always verify that upon receipt: 
 
1 - The packaging is intact 
 
2 - The supply corresponds to the order specifications (see bill of lading or packing-list) 
 
3 - There is no damage to the Skydeck Panel Holder. 
 
4 - The safety devices, at the time of delivery, are in perfect efficiency. 
 
5 - The present manual has been delivered together with the equipment. 
 
6 - The operator accepts the responsibility, point by point, of the following 
 
In case of damages or missing parts, please immediately contact the Manufacturer, his local representatives, the 
dispatcher or the insurance company, providing detailed information and/or photos. 
 
Spare parts and accessories can sometimes be shipped in separate boxes. 
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       LIMITED WARRANTY—Warranty Statement 
 
IF THE WARRANTY IS NOT INCLUDED IN THE SALES CONTRACT, THE FOLLOWING GUIDELINES APPLY TO THE  
DEVICE WARRANTY. 
 
The Manufacturer BRAVIISOL srl warrants that all new units of equipment manufactured and sold by it conform to the 
Company latest specifications. The manufacturer warrants its equipment to the original purchaser against defect in 
material and/or workmanship under normal use and service for 3 years from date of registered  sale or date the unit left 
the factory if not registered. Warranty claims within such warranty period shall be limited to repair or replacement of 
the defective part in question. The manufacturer will send, free of charge, any component recognized as having faulty 
design or defective construction. The labor to perform the necessary repair or replacement and the travel expenses 
involved carry a warranty of 1 Year from described purchase date, based on the Manufacturer's then current flat rate.  
 
Warranty claims are valid ONLY providing the defective part in question is shipped prepaid to the Manufacturer and is found 
upon inspection by the Manufacturer to be defective in material and/or workmanship. Furthermore, warranty claims can be  
accepted ONLY when all information specifically required by the Manufacturer (such as Serial Number) are provided.  
 
 
The manufacturer reserves the right to replace, repair, exchange, or to provide a new, used or rebuilt component, assembly, sub
-assembly, or weldment  based on its unquestionable judgment. 
 
 
THIS WARRANTY POLICY DOES NOT COVER DAMAGES CAUSED BY: 
 
1. Shipment 
2. Misuse of unit, including operation beyond Factory established limits, loads and/or specifications. 
3. Natural disasters (such as flood, fire, wind and lightning) 
4. Failure to properly service and maintain the unit in accordance with the Company manuals or Factory Service Bulletins.  
 
 
BRAVIISOL DOES NOT ACCEPT ANY RESPONSIBILITY FOR: 
 
1. Any part requested for work that was tampered with. 
2. Unauthorized alterations or modifications to the unit carried out without being agreed upon in writing in advance with the-

manufacturer. 
3. Labor on consumable items. 
4. Any indirect incidental, consequential or special damage (including without limitation to loss and profits, loss of revenue, 

cost of capital, cost of substitute equipment, downtime, examination fees, claims of third parties, and injury to person or 
property) based upon any claim of breach of warranty, breach of contract, negligence, strict liability in tort, or any legal theo-
ry.   

 
PROCEDURE OF THE WORKS COVERED BY THE WARRANTY: 
 

• The manufacturer must be notified of all claims covered by the warranty within 48 hours of the anomaly, in writing or by fax 
(not only verbally) and as detailed as possible.  

 

• Warranty claims should be forwarded to your nearest local distributor or directly to the Manufacturer: 
 
 
    
 
 
 
 
 
 
 
 

• The manufacturer will confirm, in writing or by fax, eventual acceptance of the covered intervention carried out by the  
 customer or will provide guidance of his own technicians for the . 
 

• Any defective material replaced by the customer (authorized by the manufacturer ) must either be held 120 days so that the 
manufacturer can question or verify defective material. If needed defective parts will be sent back to the Manufacturer.  

 

• If required, please, take photographs of the defective part and of the area where the machine has been operated. This is 

both to prevent unpleasant controversies and to improve the quality, warranty, and safety of our machines. 
 
THIS WARRANTY STATEMENT IS EXCLUSIVE AND IN LIEU OF ALL OTHER WARRANTIES, EXPRESSED OR 
IMPLIED. ALL SUCH OTHER WARRANTIES, INCLUDING IMPLIED WARRANTIES OF MERCHANTABILITY 
AND OF FITNESS FOR A PARTICULAR PURPOSE, ARE HEREBY EXCLUDED. No employee, dealer, Sales 
Representative, or other person purporting to act on behalf of BRAVIISOL DM srl is authorized to alter the terms of 
this warranty, or in any manner assume on behalf of the Manufacturer any liability or obligation which exceeds 
BRAVIISOL DM SRL obligations under this warranty.  
 
 

BRAVIISOL Divisione Meccanica S.r.l. 
S.S. 16 Adriatica  km. 314,600 
60022 Castelfidardo (AN) - ITALY 
Tel. +39.071.7819090 Fax +39.071.7819355 
info@bravi-platforms.com 
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       3 DEVICE IDENTIFICATION AND SERIAL NUMBER 
 
The number of this manual is written at the bottom of each page. 
Each Skydeck Panel Holder has its own number, with the consequent CE marking. 
 
To contact Braviisol Divisione Meccanica srl or its centres of assistance concerning the Skydeck Panel 
Holder, please always refer the model and serial number legibly affixed to the identification plate. 



05-2015 - Rev.01 1.9 

       3 SAFETY PRESCRIPTIONS 
 
Read and follow these warnings and the instructions that follow. Failure to do so could result in serious 
property damage and/or serious bodily injury. 
 
a) Keep work area clean. Cluttered areas invite injuries. 
 
b) Observe work area conditions. Do not use machine or device in damp or wet locations. 
 

c) Keep people away. People must never be allowed in the work area. Safety distance 4m(13.1 ft) 

 

d) Store idle equipment. When not in use, the device must be stored in a dry location to inhibit rust. Keep out of 

reach of children. 

 

e) Dress properly. Do not wear loose clothing or jewellery as they can be caught in moving parts. Protective, elec-

trically nonconductive clothes and non-skid footwear are recommended when working. Wear restrictive hair cover-

ing to contain long hair. 

 

f) Use eye protection  

 

g) Check for damaged parts. Before using the device, any part that appears damaged should be carefully 

checked to determine that it will operate properly and perform its intended function. Check for alignment and bind-

ing of moving parts; any broken parts or mounting fixtures; and any other condition that may affect proper opera-

tion. Any part that is damaged should be properly repaired or replaced by a qualified technician.  

 

h) Replacement parts and accessories. When servicing, use only identical replacement parts. Use of any other 

parts will void the warranty. Only use accessories intended for use with this device. Approved accessories are 

available from Braviisol Divisione Meccanica srl 

 

i) Maintenance. For your safety, service and maintenance should be performed regularly by a qualified technician. 

 
j) DO NOT use the device for any other purpose than supporting Skydeck Panel.  
 

k) Only use the device to raise or lift Skydeck panels. After raising the panel, immediately fix in place using the 

recommended type, number and pattern of nails, adhesive or screws. Do not use this holder to store panels. 

 

l) Place the device on correct surface. Only use this device with the platform Leonardo HD on a stable, level, 

clean, without holes, dry surface that is capable of sustaining the load. 

 

m) Stabilize the load. Ensure that the load remains stable at all times.  

 

n) Centre load. Centre the load on the device. Off-centre loads can topple over causing property damage or injury. 

  

o) Locking pins. Do not use the device if the locking pins for the anchorage points are not in place. 

 

p) Manoeuvres. Do not manoeuvre the platform in order to have rough movements. 

 

q) Electrocution shock. Keep the device away from live electrical wires. Please refer to the Platform User and 

Maintenance Manual regarding the distances. Failure to do this could result in electrocution. 
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TUV CERTIFICATION 
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       4 SKYDECK PANEL HOLDER INSTALLATION 
 
4.1 Product specifications 

 
4.2 Product installation 
 
After having entered inside the cage, extend both side of the cage and install the Skydeck Panel Holder 
as showed in Pic1 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

SKYDECK PANEL QUANTITY CAPACITY 1 

LOAD RATING 16Kg (35 Lbs) 

NET WEIGHT 4,2 Kg (9,25Lbs) 

SKYDECK  PANEL SIZE  150cm x 75cm x 12cm(4,9ft x 2,4ft x 0,39)  

MAXIMUM ALLOWABLE SKYDECK HOLDERS 
FOR EACH MACHINE 

3 

Pic1 
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Secure the Skydeck Panel Holder pulling the black pommel, as showed in Pic2a and then releasing it in 
order to lock the device as showed in Pic2b 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

Pic2a 

Pic2b 
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Do  the same procedure for fitting the other two Skydeck Panel Holders as showed in Pic3 taking care to 
secure them with the related pins  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Pic3 
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       5 SKYDECK PANEL INSTALLATION 
 

Put the Skydeck Panels in the Skydeck Panel Holders as showed in Pic4a and raise the basket few cen-
timeters as showed in Pic4b in order to move the machine, with the speed reduction activated, in the 
working area. 
 
Warning Risk of collision 
During the drive and/or lifting/lowering operation, the operator must paying attention in order that the 
working area on the ground and over the basket is always free from obstacles or dangers. 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 

Pic4a Pic4b 
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       As soon as the working area is reached raise the basket at the desired working height and install the 
Skydeck panel as showed in Pic5a,b,c. 
Repeat the procedure with the other Skydeck panels. 
For demounting the Skydeck panels follow the same procedures in reverse. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Pic5a Pic5b Pic5c 
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6 CLEANING 
 
As the Skydeck Panel Holder works in presence of dusts, it must be daily or whenever it would be nec-
essary clean it. 
 
The person in charge with the cleaning must have read and well understood the safety prescriptions 
shown in this manual 
 
Before each cleaning operation remove the device from the machine 
 
With a cloth slightly dampened with water clean the device taking care of the safety pin  
 
The cleaning procedure is finished. 
 
 

7 MAINTENANCE TIPS 
 
Regular inspection and conscientious maintenance is the key to efficient economical operation of your 
device. 
The manufacturer has worked hard to improve device reliability and simplify ordinary maintenance op-
erations. Your equipment will perform satisfactorily with a minimum of service and repair.  
The person in charge with the maintenance must have read and well understood all the safety prescrip-
tions shown in this manual. 
 
The maintenance operations must be strictly carried out only by a single qualified operator, unless 
where specified, NEVER BY MORE PEOPLE. 
 
Warning Generic Risks 
The maintenance operations must be carried out by qualified staff: 
 
-who has read and well understood the safety prescriptions shown in this manual 
-who has the individual safety devices and use them when necessary 
-must have on disposal clothes, suitable equipment and must wear and use them depending on the ne-
cessities and dangers. 
 
Such a cautious measure is necessary since incorrect or improper operations may cause functional 
anomalies, device damages and personal injuries. The Manufacturer accepts no responsibility for the 
possible consequences of the aforementioned operations. 

 
Before resuming operation, check the entire device  
 
Failure to comply with these precautions may cause device damages and personal injuries 
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7 SPARE PARTS LIST 

1 

4 
5 

3 

2 

 N. PART NUMBER DESCRIPTION 

1 210.60081 SKYDECK PANEL HOLDER RIGHT SIDE 

2 210.60082 SKYDECK PANEL HOLDER LEFT SIDE 

3 108.9002 BLACK POMMEL 

4 107.203501001 SPRING 

5 251.0029 PIN 
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BRAVIISOL Divisione Meccanica S.r.l. 
S.S. 16 Adriatica  km. 314,600  
60022 Castelfidardo (AN) 
 

Tel. 071.7819090  
Fax 071.7819355 
 

E-mail: info@bravi-platforms.com 
Website : www.bravi-platforms.com 


