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1.2 

SOME NOTES ON THIS USER MANUAL 

 
wŜƳŜƳōŜǊ ǘƘŀǘ ǘƘŜ ¦{9w a!b¦![ ƛǎ ƴƻǘ ŀƴ ŀŎŎŜǎǎƻǊȅ ƻŦ ǘƘŜ {a![[-9 ƛƴǎǇŜŎǝƻƴ ŘŜǾƛŎŜ ōǳǘ ƛǘ ƛǎ ŀƴ 
ƛƴǘŜƎǊŀƭ ǇŀǊǘ ƻŦ ƛǘ ŀƴŘ ŀ {!C9¢¸ a9!{¦w9 ό9b мнмллύΦ 
Lǘ ƛǎ ŀƭǎƻ ǘƻ ōŜ ŎƻƴǎƛŘŜǊŜŘ ŀƴ ƛƴǘŜƎǊŀǝƻƴ ƻŦ ǘƘŜ [¦L I5 ²5 ŀƴŘ [¦L I5 ннт ²5 ǳǎŜǊ Ƴŀƴǳŀƭ ǘƻ ǿƘƛŎƘ 
ǊŜŦŜǊŜƴŎŜ Ƴǳǎǘ ōŜ ƳŀŘŜ ōŜŦƻǊŜ ǳǎƛƴƎ ǘƘƛǎ ŘŜǾƛŎŜΦ 
Lǘ Ƙŀǎ ōŜŜƴ ŘŜǎƛƎƴŜŘ ƛƴ ǘƘƛǎ ŦƻǊƳ ǘƻ ƭŜǘ ȅƻǳ Ŝŀǎƛƭȅ ŬƴŘ ǿƘŀǘ ȅƻǳ ŀǊŜ ƭƻƻƪƛƴƎ ŦƻǊΦ 
¢Ƙƛǎ ƛǎ ǘƘŜ ǊŜŀǎƻƴ ǿƘȅ ȅƻǳ ƘŀǾŜ ǘƻ ƪŜŜǇ ƛǘ ƛƴ ƎƻƻŘ ŎƻƴŘƛǝƻƴ ŎƭƻǎŜ ǘƻ ǘƘŜ ŘŜǾƛŎŜΦ 
wŜƳŜƳōŜǊ ǘƘŀǘ ŀƴȅ ǳǇŘŀǘŜ Ƴǳǎǘ ōŜ ƛƴǎŜǊǘŜŘ ƛƴ ǘƘŜ Ƴŀƴǳŀƭ ƛǘǎŜƭŦ ŀǎ ƛǘ ǿƛƭƭ ōŜ ƛƴŘƛŎŀǘŜŘ ōȅ .w!±L-t[!¢Chwa{ {ΦwΦ[Φ 
¢ƘŜ Ƴŀƴǳŀƭ Ƴǳǎǘ ƴƻǘ ōŜ ŘŀƳŀƎŜŘΣ ƛǘ ǎƘƻǳƭŘ ǊŜƳŀƛƴ ƛƴǘŀŎǘ όŘƻ ƴƻǘ ǘŜŀǊ ǘƘŜ ǎƘŜŜǘǎύΣ ƪŜǇǘ ŀǿŀȅ ŦǊƻƳ 
ƳƻƛǎǘǳǊŜ ŀƴŘ ƘŜŀǘ ŘǳǊƛƴƎ ǘƘŜ Ŏƻƴǎǳƭǘŀǝƻƴ ǎƘƻǳƭŘ ōŜ ŀǾƻƛŘŜŘ ǘƻ ƎŜǘ ƻƛƭ ƻƴ ƛǘ ƻǊ ŘŜǘŜǊƛƻǊŀǘŜ ƛǘǎ ǊŜŀŘŀōƛƭƛǘȅΦ 
¢ƻ ƳŀƪŜ ǘƘŜ Ŏƻƴǎǳƭǘŀǝƻƴ ŜŀǎƛŜǊΣ ǘƘŜ Ƴŀƴǳŀƭ Ƙŀǎ ōŜŜƴ ŘƛǾƛŘŜŘ ƛƴǘƻ ǇŀǊǘǎΣ ǎƻ ǘƘŀǘΣ ŜŀŎƘ ǎǘŜǇ ƛǎ ǿŜƭƭ ŀǊǝŎǳƭŀǘŜŘΦ 
CƻǊ ǇǊŀŎǝŎŀƭƴŜǎǎ ƻŦ ǳǎŜΣ ŜŀŎƘ ǎǳōƧŜŎǘ Ƙŀǎ ōŜŜƴ ŘƛǾƛŘŜŘ ƛƴǘƻ ƴǳƳōŜǊŜŘ ǎǘŜǇǎ ǿƘƛŎƘΣ ǿƘŜƴ ǘƘŜ ŀŎǝƻƴ 
ǊŜǉǳƛǊŜǎ ƛǘΣ ŀǊŜ ǿǊƛǧŜƴ ƻƴ ǘƘŜ ŘǊŀǿƛƴƎǎ ǘƘŜƳǎŜƭǾŜǎΦ 
tŀǊǘǎ ǘƘŀǘ ƴŜŜŘ ƳƻǊŜ ŀǧŜƴǝƻƴ ŀǊŜ ƘƛƎƘƭƛƎƘǘŜŘ ǿƛǘƘ ǎȅƳōƻƭǎ ŀƴŘ ǿŜƭƭ-ŘŜǘŀƛƭŜŘ ƛƭƭǳǎǘǊŀǝƻƴǎ ƻƴ ǘƘŜ ǎƛŘŜ ƻŦ 
ǘƘŜ ǇŀƎŜΦ 
Lƴ ǘƘƛǎ ǿŀȅΣ .w!±L-t[!¢Chwa{ {ΦwΦ[Φ ǿŀƴǘǎ ǘƻ ŘǊŀǿ ς ǳƴŜǉǳƛǾƻŎŀƭƭȅ- ǘƘŜ ƻǇŜǊŀǘƻǊΩǎ ŀǧŜƴǝƻƴ 
ǘƻ ²!wbLbD{Σ /!¦¢Lhb{ ŀƴŘ I!½!w5{ ŎƻƴŎŜǊƴƛƴƎ ƘƛƳΦ 

 

¢Ƙƛǎ {a![[-9 ƛƴǎǇŜŎǝƻƴ ŘŜǾƛŎŜ Ƙŀǎ ōŜŜƴ ƳŀƴǳŦŀŎǘǳǊŜŘ ƛƴ Lǘŀƭȅ ōȅΥ 
 
BRAVI-PLATFORMS S.R.L. 
S.S.16 Adriatica km. 314,600   
60022 Castelfidardo (AN) 
Tel. 0039071.7819090  Fax 0039071.7819355 
 

LŦ ȅƻǳ ƘŀǾŜ ŀƴȅ ǉǳŜǎǝƻƴ ŀōƻǳǘ ǳǎŜ ŀƴŘκƻǊ ǿƻǊƪƛƴƎΣ ǇƭŜŀǎŜ ŎƻƴǘŀŎǘ ǘƘŜ aŀƴǳŦŀŎǘǳǊŜǊΦ 
 
¢Ƙƛǎ 5ŜǾƛŎŜ ƛǎ ƛƴ ŎƻƳǇƭƛŀƴŎŜ ǿƛǘƘ нллсκпнκ9/ ŘƛǊŜŎǝǾŜ ŀǎ ƛƴǘŜǊŎƘŀƴƎŜŀōƭŜ ŜǉǳƛǇƳŜƴǘ ό!ǊǝŎƭŜ нόōύύ 

 
 
 

Directive:  
2006/42/CE 

 
Static and dynamic tests:  

 
 

T¦V SUD ITALIA 0948 
 

Document: T¦V IT 0948 20 MAC 0171 B  
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9/ 59/[!w!¢Lhb hC /hbChwaL¢¸ 

 
We 
 
BRAVI-PLATFORMS S.R.L. DIVISIONE MECCANICA SRL 
S.S. ADRIATICA 16 KM 314,600 -  60022 CASTELFIDARDO (AN) ITALY 
  
I9w9.¸ 59/[!w9 ¦b59w h¦w C¦[[ w9{thb{L.L[L¢¸ ¢I!¢ ¢I9 Lb¢9w/I!bD9!.[9 9v¦Ltπ
a9b¢Υ 

 
 

                                       Model                         SMALL-E  
 

                                       Serial nÁ  
 

                                       Year of manufacture  
 
IS APPROVED FOR USE WITH THE MODEL LISTED HEREUNDER: 

 
 
  

¢I9 ah59[ ²IL/I ¢IL{ 59/[!w!¢Lhb w9C9w L{ Lb /hbChwaL¢¸ ²L¢I 
¢I9 Ch[[h²LbDΥ 
 
5ƛǊŜŎǝǾŜ нллсκпнκ9/ όaŀŎƘƛƴŜ 5ƛǊŜŎǝǾŜύ ŀǎ ǊŜƭŀǘŜŘ ǘƻ ƛƴǘŜǊŎƘŀƴƎŜŀōƭŜ ŜǉǳƛǇƳŜƴǘ 
ό!ǊǝŎƭŜ нόōύύ ŀƴŘ ǘƘŜ {ǘŀƴŘŀǊŘ 9bнулΥнлмо Ҍ !мΥнлмр ŀǎ ǊŜƭŀǘŜŘ ǘƻ ǘƻƻƭǎ ŀƴŘ ƳŀǘŜǊƛŀƭǎΦ 
 
 
Castelfidardo,                                          BRAVI PIERINO 

                                                                                                                      BRAVI-PLATFORMS S.R.L. 
 

                                                                                                                     LEGAL REPRESENTATIVE 
 
 

 
 
 
 
 
The person authorized to establish the technical file is the Legal Representative at  BRAVI-PLATFORMS S.R.L. S.S. ADRIATICA 16 KM 
314,600 - 60022 CASTELFIDARDO (AN) ITALY. 

 
 
 
THIS DECLARATION IS VALID ONLY WHEN ACCOMPANIED BY THE EC DECLA-
RATION OF THE MODEL TO WHICH THIS INTERCHANGEABLE EQUIPMENT RE-
LATES. 
 

                                                                   
 

 

Model Rated Load on 
SMALL-E 

Platform Capacity 
(including SMALL-E with load) 

Working Height 
(with SMALL-E  
installed) 

Manual  
Force  

Wind Speed 

LUI HD 
227 WD 

 
LUI HD 
WD 

113 kg  
(1 person) 

227 kg  
 
 

180 kg 

5,5 m 200 N Indoor Use 
ONLY 
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RESIDUAL RISKS 
 
Although BRAVI-PLATFORMS S.R.L. has taken every possible measure to manufacture the SMALL-E 
inspection device using the best available knowledge in terms of safety, and by consulting all relevant di-
rectives, laws, and regulations, some residual risks still remainðalbeit minimalðduring the following 
phases: 

 
Transport and Handling 
Use and Maintenance 

 
Therefore, anyone involved in these activities or responsible for these phases must be properly trained 
and aware that they involve potential hazards. Regarding the safety category of the SMALL-E inspection 
device protections, it was not possible to eliminate all risks entirely. 
Personnel assigned to these operations must always be available and must refer to the USER AND 
MAINTENANCE MANUAL. 
The user and maintenance manual provides step-by-step instructions and must be followed precisely in 
order to avoid actionsðhowever minorðthat could cause harm. 
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1.1 DELIVERY NOTE 
 
The operator must not assume any operational responsibility without first understanding the responsibili-
ties outlined in this manual, which is provided with the SMALL-E inspection device. 

 

The device may only be operated by qualified and properly trained personnel.  
 
Any modification to the SMALL-E inspection device is strictly prohibited without written authoriza-
tion from the manufacturer.  
 
 

The SMALL-E inspection device has been manufactured in compliance with Directive:  
 
2006/42/CE  
 
Therefore, it poses no danger to the operator:  
- If used according to the instructions in this manual;  
- Provided that technicians appointed by the manufacturer have attended a training and safety course;  
- And as long as all safety devices are kept in proper working condition.  
 
This form serves to certify that, upon receipt of the SMALL-E inspection device:  
¶ All safety devices are in perfect working condition;  
¶ The user manual has been supplied along with the SMALL-E inspection device;  
¶ And the operator accepts responsibility for strictly following the manual step by step.  

 
BRAVI-PLATFORMS S.R.L. informs that any modification or tampering with the SMALL-E inspection devi-
ce, and/or any operation not carried out in accordance with the instructions in this manualðespecially fai-
lure to comply with safety requirementsðwill void the warranty and invalidate the CE Declaration of Con-
formity.  
 
Please note that: 
¶ All technical specifications refer to the SMALL-E device installed on the platform (see Part 3);  
¶ All drawings and any other documentation provided with the SMALL-E inspection device are the pro-

perty of BRAVI-PLATFORMS S.R.L., which reserves all rights. These materials may not be shared 
with third parties without prior written consent.  

 
BRAVI-PLATFORMS S.R.L. hopes you will take full advantage of the many features of the SMALL-E in-
spection device. Any reproduction, even partial, of the text or illustrations is strictly prohibited. The original 
copy has been delivered to the owner along with all related documentation for the SMALL-E inspection 
device.  
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1.2 DEVICE IDENTIFICATION AND SERIAL NUMBER 
 
1.2.1 
The number of this manual is written at the bottom of each page. 
Each SMALL-E inspection device is equipped with a serial number and corresponding CE marking.  
 
1.2.2 
To contact BRAVI-PLATFORMS S.R.L. or its service centers regarding the SMALL-E inspection device, 
always refer to the model and serial number clearly displayed on the identification plate.  
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1.3 GENERAL DELIVERY NOTES 
 
 

The SMALL-E inspection device can be shipped in a container, or on a pallet wrapped in protective film, 
packed in boxes, or on a platform.  
 

Always verify upon receipt that:  
 
1. The packaging is intact. 
2. The delivery matches the order specifications (see bill of lading/delivery note). 
3. There are no signs of accidental damage caused during transport. 
4. All safety devices are in perfect working condition at the time of delivery. 
5. This manual has been delivered together with the equipment. 
 
The operator fully accepts, point by point, responsibility for the following. 
 
In case of damage or missing parts, immediately contact the manufacturer, its local representatives, the 
shipping agent, or the insurance company, providing detailed information and/or photos. 
Spare parts or accessories may be shipped separately. 
 
Description 
 
1 Main frame of the SMALL-E  
 

2 Extention of the SMALL-E  
 

3 Base support of the SMALL-E  
 

4 Access ladders of the SMALL-E  
 

5 User and maintenance manual of the SMALL-E  
 

6 Safety device to prevent assembly with the extension open  

5 

 

1 

2 

3 

4 

5 

 6 
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1.4 LIMITED WARRANTYðWarranty declaration 
 
IF THE WARRANTY IS NOT INCLUDED IN THE SALES CONTRACT, THE FOLLOWING MACHINE WARRANTY GUIDE-
LINES APPLY TO THE SALES AGREEMENT.  
 
The manufacturer, BRAVI-PLATFORMS S.R.L. warrants that all new units of the device it produces and sells conform to 
the latest company specifications. The manufacturer warrants the device to the original purchaser against defects in 
materials and/or workmanship under normal use for a period of three (3) years from the date of sale registration, or from 
the date the unit left the factory if not registered. Warranty claims made within this period will be limited to the repair or 
replacement of the defective part. The manufacturer will provide, free of charge, any component found to be defective in 
design or manufacturing. Labor required to perform necessary repairs or replacements, as well as associated labor 
costs, is covered by a one (1) year warranty from the date of purchase indicated above, based on the manufacturerôs 
current flat-rate labor schedule. 
 
Warranty claims are valid ONLY if the defective part in question has already been paid for to the Manufacturer, and if the Manu-
facturer confirms the defect in material and/or workmanship upon inspection. Furthermore, warranty claims will be accepted ON-
LY if all information specifically requested by the Manufacturer (such as the serial number) has been provided.  
 
The Manufacturer reserves the right, at its sole discretion, to replace, repair, modify, or supply a part, assembly, sub-assembly, or 
weld that is new, used, or remanufactured.  
 
WARRANTY DOES NOT COVER DAMAGES RESULTING FROM: 
Shipping 
Improper use of the unit, including operation beyond the limits, loads, and/or specifications established by the manufacturer 
Natural disasters (such as floods, fires, wind, or lightning) 
Failure to properly operate and maintain the unit in accordance with the Company's manuals or Factory Service Bulletins 
 
 
BRAVI-PLATFORMS S.R.L. ACCEPTS NO RESPONSIBILITY FOR: 
 
Any requested part that has been tampered with. 
Unauthorized alterations or modifications to the unit carried out without prior written agreement from the manufacturer. 
Labor and perishable items. 
Any incidental, consequential, or special damages (including, but not limited to, loss of profit, loss of revenue, cost of capital, cost 
of replacement equipment, downtime, inspection fees, third-party claims, and damage to property or injury to persons) arising 
from any claim of warranty breach, breach of contract, negligence, strict liability, or any other legally recognized cause. 
 
 

 
PROCEDURE FOR WARRANTY-COVERED WORK: 
The Manufacturer must be notified of any warranty claims within 48 hours of the issue being identified, in 
writing or by fax (not verbally), and the notification must be as detailed as possible. 
 
Warranty claims must be submitted to the nearest local distributor or directly to the Manufacturer: 
 
 
    
 
 
 
 
The Manufacturer will confirm, in writing or by fax, either the acceptance of the warranty-covered work car-
ried out by the customer or will provide instructions to its technicians. 
 
Any defective material replaced by the customer (with the Manufacturerôs authorization) must be retained 
for 120 days, so that the Manufacturer may contest or inspect it. If necessary, the defective parts will be 
returned to the Manufacturer.  
 
If requested, take photos of the defective part and the area where the machine was operated. 
This helps prevent misunderstandings or disputes and contributes to improving the quality, warranty cove-
rage, and safety of our machines.  
 
THIS WARRANTY STATEMENT IS EXCLUSIVE AND REPLACES ANY OTHER WARRANTY, 
WHETHER EXPRESS OR IMPLIED. IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS 
FOR A PARTICULAR PURPOSE ARE ALSO EXCLUDED. 
No employee, supplier, sales representative, or any other person acting on behalf of BRAVI-PLATFORMS 
S.R.L. is authorized to modify the terms of this warranty or otherwise assume any obligation or liability on 
behalf of the Manufacturer beyond what is expressly stated herein.  

BRAVI-PLATFORMS S.R.L. 
S.S. 16 Adriatica  km. 314,600 
I-60022 Castelfidardo (AN)  
Tel. +39.071.7819090 Fax +39.071.7819355  
info@bravi-platforms.com 
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1.5 DESCRIPTION OF THE SMALL-E INSPECTION DEVICE  
 
1.5.1 PRODUCT USE AND DESCRIPTION 
The SMALL-E is a device CERTIFIED FOR USE ONLY WITH THE LUI HD 227 WD and LUI HD WD. 
It is strictly forbidden to use this device before reading both the SMALL-E User Manual and the User and 
Maintenance Manual of the platform. 
The SMALL-E inspection device allows a single person to perform inspections in confined spaces. 
 
Safety is our priority. 
 
The SMALL-E inspection device, when installed on the certified platform, eliminates the need for ladders 
and makes the work safer. Made of a lightweight, modular structure, the device does not require tools for 
installation. Once the job is completed, it can be quickly folded or removed for easy storage.  
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
1.5.2 Improper Use 
Any use other than the intended purpose is to be considered improper.  
 
1.5.3 Operating Area 
The machine certified with the SMALL-E inspection device installed is intended for INDOOR USE ONLY. 
 
 
 
 
 
 
 
 
 

LUI HD 227 WD  

ATTENTION! 

USE OF PERSONAL 
PROTECTIVE EQUIP-
MENT (PPE) IS MAN-
DATORY  
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2.1 INTRODUCTION TO SAFETY REGULATIONS  

Read and follow the warnings and instructions below.Failure to do so may result in 
serious injury to persons and/or damage to property. 
 
 
 
2.1  
a) Keep the work area clean. Cluttered areas increase the risk of injuryΦ 
b) Check the condition of the work area. Do not use the machine or the device in damp 
or wet locations.  
c) Keep unauthorized personnel away. Unauthorized persons must not enter the work 
area. Maintain a safety distance of 4 meters.  
d) Store the device when not in use. When not in use, the device must be stored in a 
dry place to prevent rust. Keep out of reach of children.  
e) Wear appropriate clothing. Do not wear loose clothing or jewelry, as they can be 
caught in moving parts. When working, it is recommended to wear non-conductive protec-
tive clothing and non-slip footwear. Wear head coverings to secure long hair.  
f) Use protective gloves 
g) Check for damaged parts. Before using the device, any part that appears damaged 
must be carefully inspected to determine if it is functioning properly. 
Check the alignment and connection of moving parts, any mounting components or equip-
ment, and any other conditions that could affect the proper operation of the device. 
Any damaged part must be properly repaired or replaced by a qualified technician. 
Do not use the device if the switches are not working correctly.  
h) Spare Parts and Accessories 
When performing maintenance, use only identical replacement parts. 
The use of different parts will void the warranty. Use only accessories that are suitable for 
use with this device. Approved accessories are available from BRAVI-PLATFORMS 
S.R.L. 
i) Maintenance. For your safety, the operation and regular maintenance of the device 
must be carried out by a qualified technician.  
j) DO NOT use the device for purposes other than inspections in confined spaces. 
Do not load more than 113 kg on the device. 
k) Place the device on a stable surface. Use this device only with the certified platform 
on a stable, flat, clean, and dry surface capable of supporting the load.  
l) Stabilize the load. Ensure that the load in the platform basket remains stable at all ti-
mes.  
m) Locking pins. Do not use the device if any locking pins for the anchor points or the 
extendable structure are missing.  
n) Maneuvers. Do not operate the platform in a way that causes sudden or abrupt move-
ments.  
o) Electric Shock. Keep the device away from live electrical cables. 
For safe distance requirements, refer to the platformôs operation and maintenance ma-
nual. Failure to do so may result in electrocution.  
p) Installation. Install the device as shown in this manual.  
q) Caution Notice. The operator using the SMALL-E accessory and positioned on the up-
per platform must not operate or push the unit unless they have a full view of the ground 
below.  
 

ATTENTION!  
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3.1 SMALL-E INSPECTION DEVICE SPECIFICATIONS 

SMALL-E INSPECTION DEVICE CAPACITY 1 operator 

LOAD RATING (with operator) 113 kg  

NET WEIGHT 35 kg  
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4.1 INSTALLATION AND ASSEMBLY OF THE SMALL-E INSPECTION DEVICE ON THE PLATFORM  
Before installing the SMALL-E inspection device, the platform must be: 
 
- fully lowered (see the Platform User Manual).  
- in a Zero Energy State, meaning emergency stop buttons Q3 and P6 must be pressed and the key 
switch set to position ñ0ò (see the Platform User Manual).  
 
The Q2 key switch must be removed from the Ground Module and handed over to the Production Mana-
ger (see the Platform User Manual).  
 
 
 
 
 
 
 
 
 
 
 
 
4.2 INSTALLATION ON LUI HD 227 WD 
 
1. Lift the device extension following the procedure described in ATTACHMENT 1, then position the 

main inspection frame of the SMALL-E, paying close attention to the anchoring points as shown in 
Figure "A". 

 

Ý SMALL-E must be installed and removed with its vertical extension open!  
Ý For the correct opening and closing procedure, it is mandatory to refer to 

ANNEX 1!  

Fig. A 

Risk of Shearing! 

It is STRICTLY FORBIDDEN performing the opening 
and closing operation of the SMALL-E device extension 
when installed on the Bravi HD:  
¶ In 2 o more operators! 
¶ If the operator is outside the platform basket 

where the device is installed! 

Fig. A 

ATTENTION! 

USE OF PERSONAL 
PROTECTIVE EQUIP-
MENT (PPE) IS MAN-
DATORY. 
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2. Align the guide of the upper basket and the central part of the main frame as shown in figure ñBò, 
then lower the device. The Small-E must be installed only with the basket extension closed. It 
is not possible to install the Small-E with the basket extension open.   

 

Fig. B 

ATTENTION: 
 

SMALL-E is designed and certified for use only with the 
basket extension closed. 
As a result, mechanical locks are in place to PREVENT:  
¶ Installing SMALL-E when the basket extensions 

are open  
¶ Fully opening the basket extensions when 

SMALL-E is installed  
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3. Check that the lower locking pins of the SMALL-E are engaged with the basket as shown in figure 
ñCò. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
4. At the end of the installation, the SMALL-E inspection device must appear as shown in figure ñDò.  

Fig. C 

Fig. D 
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5. Release, with one hand, the locking pin underneath the base of the SMALL-E using the knob as 
shown in figure ñEò, then lower the base with the other hand.  

Fig. E 
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6. When fully opened, the base of the SMALL-E with the ladder should appear as shown in figure ñFò.  

Fig. F 
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7. At this point, move the top control box to the position shown in figure ñGò. The SMALL-E inspection 
device can now be used (refer to the machine user manual for proper machine operation and control 
box instructions).  

Fig. G 



Part 4 - Installation and Assembly 

4.19 

8. To store the SMALL-E, move the top control box to the entry side. 
Fold the SMALL-E support base until the pin locks in place as shown in figure ñHò, then close the 
vertical extension of the SMALL-E following the procedure described in ANNEX 1 (figure ñIò).  

 

Ý For the correct procedure for opening and closing the vertical extension 
of the SMALL-E, IT IS MANDATORY to refer to ANNEX 1!  

 
 
 
 
 
 

Fig. H 

Fig. I 
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9. To remove the SMALL-E inspection device, lift the device's extension following the instructions de-
scribed in ANNEX 1, then pull the two lower locking pins as shown in Figure "J". Lift the device and 
remove it.  

 
 

Ý SMALL-E must be installed and removed with its vertical extension open!  
Ý For the correct procedure for opening and closing the vertical extension 

of the SMALL-E, IT IS MANDATORY to refer to ANNEX 1!  

 
 
 

Fig. J 



Parte 5 - Cleaning 
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5.1 CLEANING 
 
5.1.a 
Since the SMALL-E inspection device operates in dusty environments, it must be cleaned daily or whene-
ver necessary.  
 
5.1.b  
The person assigned to cleaning must have read and fully understood the safety instructions outlined in 
this manual (Part 2).  
 
5.1.c 
Before any cleaning operation, bring the Platform to the Zero Energy State.  
 
5.1.d 
Using a cloth slightly dampened with clean water, clean the foldable platform, the ladder, the extendable 
structure, and the main frame.  
 
5.1.e 
The cleaning procedure is complete.  



Part 6 - Ordinary Maintenance 
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6.1 ORDINARY MAINTENANCE 
 
6.1.a 
Regular inspection and careful maintenance are key to ensuring the efficient and eco-
nomical operation of your device. The manufacturer has made every effort to improve 
the reliability of the device and simplify routine maintenance operations. Your equip-
ment will operate satisfactorily with minimal servicing and repairs.  
 
6.1.b 
The person responsible for maintenance must have read and fully understood all the 
safety instructions provided in this manual, as described in Part 2, as well as those in 
the platform's manual.  
 
6.1.c 
Maintenance operations must be strictly carried out by a single qualified operator, un-
less otherwise specified ð NEVER by more than one person.  
 
6.1.d 
Warning ï General Hazards 
Maintenance operations must be carried out by qualified personnel:  
 
-who has read and fully understood all the safety instructions provided in this manual 
(see Part 2) and in the platform manual.  
-who is equipped with individual safety devices and uses them where necessary.  
-who has at hand and wears clothing and equipment appropriate to the necessities and 
hazards.  
 
6.1.e 
This precautionary measure is necessary because incorrect or improper operations can 
cause functional anomalies, damage to the device, and personal injuries. The Manufac-
turer assumes no responsibility for any possible consequences resulting from these 
operations.  
 
6.1.f 
Before resuming operation, check the entire system as indicated in the platform user 
manual.  
 
6.1.g 
Failure to observe these precautions may cause damage to the device and serious per-
sonal injury.  



Annex I - SMALL-E Opening and Closing Procedure  
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The following annex describes the correct procedure for opening and closing the 
vertical extension of the SMALL-E. Proper execution of the steps described in this 
procedure is necessary for the correct operation of the SMALL-E inspection device.  
 
 
 
 
 
 
 
 
 
 
 
 
 

Risk of Shearing! 

It is STRICTLY FORBIDDEN performing the opening 
and closing operation of the SMALL-E device extension 
when installed on the Bravi HD:  
¶ In 2 o more operators! 
¶ If the operator is outside the platform basket 

where the device is installed! 

ATTENTION! 
USE OF PERSONAL PROTEC-
TIVE EQUIPMENT (PPE) IS 
MANDATORY. 



Annex I - SMALL-E Opening and Closing Procedure  
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OPENING THE VERTICAL EXTENSION OF SMALL-E  
 
The correct opening sequence:  
 

1. Unlock the first front spring 
pin (A) and lift the SMALL-E 
vertical extension frame 
slightly to prevent the pin 
from returning to its seat. 

2. Grasp the frame of the 
SMALL-E vertical extension 
firmly in the area marked 
with the black and yellow 
safety sticker. 

3.  

3. Simultaneously unlock the 
second front spring pin (D) 
and lift the SMALL-E vertical 
extension until it is fully 
open. Before releasing the 
extension, ensure that the 4 
spring pins are locked in pla-
ce (you will hear a click for 
each pin). 



Annex I - SMALL-E Opening and Closing Procedure  
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CLOSING THE VERTICAL EXTENSION OF SMALL-E  
 
The correct closing sequence:  
 

Warning: before lowering the vertical extension, remove the control box to 
avoid damaging it!  
 

1. Unlock the first spring pin (A) 
and lower the SMALL-E ver-
tical extension frame slightly 
to prevent the pin from snap-
ping back into its seat. 
Repeat this for the other two 
pins (B) and (C).  

2. Firmly grasp the frame of the 
SMALL-E vertical extension 
in the area marked with the 
black and yellow striped sa-
fety sticker.  

3. At the same time, unlock the 
last spring pin (D) and guide 
the SMALL-E vertical exten-
sion until it is fully closed.  


